Reporting Quick Start Guide
1 Logging in
Point your browser to www.netvis.onestream.com.au or dsportal.primus.com.au (as
appropriate) and enter your username and password. After logging on you will see a screen
similar to below.
During the interim period www.netvis.onestream.com.au users will have the choice to still log
into the original reporting platform if you click ‘Continue’ otherwise you will be redirected to the
new platform.
After the interim period www.netvis.onestream.com.au users will go directly to the new
platform.
Selecting a router in the left hand plane brings up basic information about that router for the last

24 hours.
Hover the mouse over any graph and select the double square icon in the top right hand corner
(see blue arrow) to drill down for extended timelines. This applies to all the graphs in this portal.
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2 Metrics tab
Selecting the ‘Metrics’ tab allows access to more detailed performance metrics for that router.
Depending on the router model you may have more or less statistics displayed than below.
Clicking on the triangle pops out additional choices.
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3 Interfaces tab
Displays a summary of the main interfaces in the router. Clicking on a particular interface reveals
extensive details of that interface.

4 Interface details
Displayed are statistics for the last 24 hours. The router model and interface type determines the
type of metrics displayed. Drill down for more details.
Netflow statistic are only available for selected routers and current Onestream customers that
have been migrated to the new Reporting platform.
For most Cisco routers Utilization In and Out, and optionally, Netflow protocol , host and
conversations summaries are available.
Selecting the ‘Advanced’ tab displays similar information in a different layout.

4.1 Select an interface for Netflow
For Cisco routers, these interfaces are generally the ones configured to send Netflow. Some
routers may have specific configuration and therefore Netflow may be configured on other
interfaces.

Cisco 8xx (837, 838, 877, 878, 887, 888 etc)

Vlan1
3
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Cisco 8xx (870, 880 etc with Ethernet WAN)
Cisco 18xx (1841 etc), 1900
Cisco 29xx and other Gigabit

FastEthernet4
FastEthernet0/0
GigabitEthernet0/0
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4.2 Detailed Netflow
Drill down from a particular Netflow graph to obtain extended detail and timelines. You may
need to re-enter your username and password. If so select ‘remember me’.
A snippet of a typical report is below. Click the ‘Other’ link to get details for more that the ‘Top
N’ items.
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5 Network based Firewall (FWSM)
If your VPN has a Cisco network based firewall (FWSM) accessing the interface statistics is
different to your routers. Details below.
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